


	
		×
		

	






    
        
            
                
                    
                
            

            
                
                    
                    
                        
                    
                

            

            
                                    Log in
                    Get Started
                            

        

        

        
            	Travel
	Technology
	Sports
	Marketing
	Education
	Career
	Social Media


            + Explore all categories
        


            






    

        
                

                
        
            Industrial Grade Rough T errain Scissor Lifts1).pdf · Lift Capacity 1,000 lbs 454 kg 750 lbs 340...

        


        




    
        
            
                

                
                
            

            
                
                1

2
                
            

            
                
                100%
Actual Size
Fit Width
Fit Height
Fit Page
Automatic


                
            

			
        

        
            
                
                
                
            

            
                

                

                
                    
                     Match case
                     Limit results 1 per page
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SciSSor LiftS | Mid & Heavy Duty Rough Terrain 72 SEriES | rt
 industrial Grade rough terrain Scissor LiftsModels 3072 rt 3772 rt 3772 rt HD
 • Fully proportional drive and lift controls
 • No-maintenance scissor bearings
 • Roll-out deck extension with incremental locking positions
 • Non-skid steel deck construction
 • Large sheet loading entrance
 • Single arm scissor provides easy access for maintenance. No need for swing-out stations or tight working conditions.
 • Patented Powerlift2 elevating system - built strong and works tough
 • Quad-Trax™ 4wd power package
 • Outrigger support for platform stability on heavy duty jobs sites with “one-touch” auto leveling
 • Powered by liquid-cooled engine
 • Multiple fuel selections (gasoline/liquid propane or diesel)
 • 60 sq. ft. platform space
 View thousands of Crane Specifications on FreeCraneSpecs.comView thousands of Crane Specifications on FreeCraneSpecs.com
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Distributed by:
 featuresWork AreaRoll-out deck extension with incremental locking positionsLarge sheet loading entrance accommodates 48” (1.22 m) material110V Power to PlatformCombination of wide beams and large pins in self-lubricating bearings for larger load bearing surface in scissor pivot areasPerformanceFully proportional drive and lift controlsQuad-Trax™ 4wd Power PackageEngine/PowerMultiple Fuel Selections (gasoline/liquid propane or diesel)Liquid-Cooled EngineServiceabilityLubrication-Free Scissor BearingsEasy maintenance access to mechanical and electrical components without raising platform or swinging out traysLogically grouped components and numbered wiring for easy referenceSafetyDedicated compartments protect electrical and hydraulic components Emergency shut-off at platform and lower controlsNon-Skid Steel Deck ConstructionMotion AlarmDrive Speed InterlockMulti-Axis Tilt SensorMultiple Disc Brakes, manual brake releaseScissor Maintenance LockDual Automatic Parking Brake
 other featuresFold Down GuardrailsHour MeterPowder Coat FinishLifting LugsMachine Tie DownsU.S. Patent #5,476,050Canadian Patent #2,115,870Other Patents Pending
 optional features
 MEC Aerial Work Platforms1775 Park Street, #77 | Selma, CA 93662 | USAToll free: 1.877.MEC LIFT | 1.877.632.5438Tel: 559.891.2488 | Fax: 559.891.2448Email: [email protected]
 Warranty - MEC Aerial Work Platforms carry a one (1) year warranty on defective component parts and a five (5) year warranty on defective structural parts. This warranty applies to the original owner only.
 Meets or exceeds the requirements of ANSI A92.6-2006, CSA B354.2-01, AS 1418.10 and CE Compliance as applicable. Specifications subject to change without notice. Photos and diagrams in this brochure are for illustrative purposes only. Contact your MEC distributor for detailed instructions on the proper use and maintenance of this equipment.
 Operators just “flick a switch” to activate outriggers for slightly off-level surfaces.
 72 SERIES RT 0308
 Lanyard Attachments (6)Flashing Beacon (continuous)Automotive HornRemovable Upper ControlsPlatform Swing Gate (standard on CE and CSA)Air Line to PlatformAll Motion AlarmQuad-Trax™ 4wdAuto-Levelling Outriggers (standard on 3772RT HD)
 Platform Work Lights120V 2250W GeneratorNon-Marking RT TiresFoam Filled TiresTurf Terrain TiresAdditional LPG TankDiesel EngineAustralian Compliant OptionsCSA Compliant Options1 or 2 Year Extended Warranty
 Model 3072rt 3772rt 3772rt HD U.S. Metric U.S. Metric U.S. MetricHeightsWorking Height* 36 ft.* 11.14 m* 43 ft.* 13.28 m* 43 ft.* 13.28 m*Platform Height 30 ft 9.14 m 37 ft 11.28 m 37 ft. 11.28 mMaximum Drive Height 30 ft. 9.14 m 37 ft. 11.28 m 37 ft. 11.28 mStowed Height (Top Guardrail) 108 ½ in. 2.75 m 106 ¾ in. 2.71 m 106 ¾ in. 2.71 mStowed Height (Rails Folded) 78 ¾ in. 2.00 m 77 in. 1.95 m 77 in. 1.95 mGuardrail Height 43 ½ in. 1.10 m 43 ½ in. 1.10 m 43 ½ in. 1.10 mToeboard Height 6.0 in. 15 cm 6.0 in. 15 cm 6.0 in. 15 cmGround Clearance 9 ½ in. 24.1 cm 9 ½ in. 24.1 cm 9 ½ in. 24.1 cmDimensionsLength - Stowed (Overall) 117 ¼ in. 2.98 m 117 ¼ in. 2.98 m 117 ¼ in. 2.98 mWidth 72 in. 1.83 m 72 in. 1.83 m 72 in. 1.83 mPlatform Length (Extended) 158 in. 4.01 m 158 in. 4.01 m 158 in. 4.01 mPlatform Length (Retracted) 110 in. 2.79 m 110 in. 2.79 m 110 in. 2.79 mRoll-Out Deck Length 48 in. 1.22 m 48 in. 1.22 m 48 in. 1.22 mWheelbase 86 in. 2.18 m 86 in. 2.18 m 86 in. 2.18 mLift Capacity 1,000 lbs 454 kg 750 lbs 340 kg 1,000 lbs 454 kgRoll-Out Deck Capacity 400 lbs 181 kg 400 lbs 181 kg 400 lbs 181 kgSpeedsRaise/Lower Speed 20/24 sec. 22/30 sec. 22/30 sec.Drive Speed (Stowed) 4.0 mph 6.4 km/h 4.0 mph 6.4 km/h 4.0 mph 6.4 km/hDrive Speed (Raised) 0.4 mph 0.6 km/h 0.4 mph 0.6 km/h 0.4 mph 0.6 km/h
 PerformanceGradeability 45%/26° 45%/26° 45%/26°Turning Radius (Inside) 73 ¼ in. 1.86 m 73 ¼ in. 1.86 m 73 ¼ in. 1.86 mTurning Radius (Outside) 14 ft 2½ in. 4.33 m 14 ft 2½ in. 4.33 m 14 ft 2½ in. 4.33mWeight (Approximately**) 7,062 lbs** 3202 kg** 7,389 lbs** 3352 kg** 8,009 lbs** 3633 kg**Brakes Multiple disc brakes, dual rear wheelPower Source Liquid-cooled - gas/LPControls Proportional drive and lift controlsTires 26 x 12D / 380 NHS
 *Metric equivalent of working height adds 2m to platform height. U.S. adds 6 ft. to platform height. **Weight may increase with certain options or country standards. When platform is elevated, all models must be on a firm, level surface.
 SciSSor LiftS | Mid & Heavy Duty Rough Terrain 72 SEriES | rt
 View thousands of Crane Specifications on FreeCraneSpecs.comView thousands of Crane Specifications on FreeCraneSpecs.com



			
LOAD MORE        

            

    

    
    
        
        
        
                

                

                

        
                                                
                                    
                        
                            
                                                            
                                                        
                        

                        Car Seat CHILD GUIDELINES BASE STAGE 1 NEWBORN POSITIONER 4 lbs. 11 lbs. 15 lbs. 35 lbs. (2 kg) (5 kg) (7 kg) (16 kg) BASE STAGE 2 1 2 WARNING! Use of ...

                    

                                                                
                        
                            
                                                            
                                                        
                        

                        WT Bdy Squat, Bench, Deadlift, Total, Wilks Squat Bench ......Squat, Kg Bench, Kg Deadlift, Kg Total, Kg Wilks Score Squat LBS Bench LBS Deadlift LBS Total LBS 110kg/242 Master Men

                    

                                    

                                                                
                                    
                        
                            
                                                            
                                                        
                        

                        Size guide · 40500002 BasicSling polyester 300 kg / 660 lbs XXS 10-25 kg / 22-55 lbs 21 cm / 8” 63 cm / 25” 40500003 BasicSling polyester 300 kg / 660 lbs XS 20-35 kg / 44-77

                    

                                                                
                        
                            
                                                            
                                                        
                        

                        2011 OWNER’S MANUAL Seduce - The Spa...Capacity: 251 USG / 950L Dry Weight: 400 Lbs / 182 kg Filled Weight: 2500 Lbs / 1134 kg Electrical: 240 VAC 50A 60Hz GFCI: 50 Amp (Not Included)

                    

                                    

                                                                
                                    
                        
                            
                                                            
                                                        
                        

                        manual pentruder HF-wall-saws...Recommended HF‐motors: 22 (27*) kW 22 kW 22 kW 18 kW 15 kW Weight rec. HF‐motor: 18 (18) kg 18 kg 18 kg 16.5 kg 13 kg 40 lbs 40 lbs 40 lbs 40 lbs

                    

                                                                
                        
                            
                                                            
                                                        
                        

                        ViewSonic Monitor Products · 2.82 Kg (6.42 lbs) 3.48 Kg (7.67 lbs) 3.91 Kg (8.6 lbs) 3.48 Kg (7.67 lbs) 3.9 Kg (8.58 lbs) 4.1 Kg (9.04 lbs) 4.1 Kg (9.04 lbs) 5.26 Kg (11.60 lbs)

                    

                                    

                                                                
                                    
                        
                            
                                                            
                                                        
                        

                        9700-0095E Selection Guide€¦ · 23 lbs. (10.4 kg) 31 lbs. (11.8 kg) 36 lbs. (16.3 kg) 41 lbs. (18.6 kg) 0˚ to 50˚C 0˚ to 50˚C 0˚ to 50˚C 0˚ to 50˚C 32˚ to 122˚F 32˚

                    

                                                                
                        
                            
                                                            
                                                        
                        

                        MOJO - crm.skierschoice.com · moomba.com Beam 100 in (254 cm) Weight 4400 lbs (1996 kg) Standard Ballast 3000 lbs (1361 kg) Standard Engine 6.2 L 400 Optional Engine 6.2 L 450 Fuel

                    

                                    

                                                                
                                    
                        
                            
                                                            
                                                        
                        

                        MODELS 500 Series · Trim cylinders with anchor pins 26 lbs 11.8 kg Trim pump 13 lbs 5.9 kg Upper housing assembly 100 lbs 45.4 kg Lower housing assembly 67 lbs 30.4 kg Transom assembly

                    

                                                                
                        
                            
                                                            
                                                        
                        

                        MOLLY - muse-ing.com€¦ · MOLLY HANGING LAMP. FINISHES 2.40 kg. (5.29 lbs.) KG 7.40 kg. (16.31 lbs.) 0.42 m3 2.60 kg. (5.73 lbs.) 5.30 kg. (11.68 lbs.) 0.16 m3 m3 Fiber glass ball

                    

                                    

                                                                
                                    
                        
                            
                                                            

                                                        
                        

                        Grinders - Provisur Technologies€¦ · OMNI V® 220 MODEL FROZEN BLOCKS (-18C | 0F) 2,045 kg (4,500 lbs) 2,727 kg (6,000 lbs) 6,818 kg (15,000 lbs) 8,182 kg (18,000 lbs) 8,182 kg

                    

                                                                
                        
                            
                                                            

                                                        
                        

                        G3-MSFT 400 Functional Trainerproductload.johnsonfit.com/inc/uploaded_media/c... · Product Weight 1019 kg / 2244.5 lbs. Weight Stack 2 x 176 kg / 2 x 390 lbs. G3-MSFT 400 Functional

                    

                                    

                                                                
                                    
                        
                            
                                                            

                                                        
                        

                        2’’-6’’ HD SHOCK ABSORBERS 2’’6’’ SHOC ABSORBERS TECHNICA ... · Net weight 7,5 kg / 16.5 lbs 14,3 kg / 31.5 lbs 22,1 kg / 48.7 lbs 33,2 kg / 73.2 lbs 53,0 kg / 116.8

                    

                                                                
                        
                            
                                                            

                                                        
                        

                        REPRODUCTIONbsintek.basco.com/BriggsDocumentDisplay/lihruGXAnfBhU7y.pdfEngine Weight 28 lbs (12.7 kg) Unit Weight 157 lbs (71.2 kg) Shipping Weight 180 lbs (81.7 kg) Overall Dimensions

                    

                                    

                                                                
                                    
                        
                            
                                                            

                                                        
                        

                        TD OPTIMASS 6000 en 130227 4001894102 ... - Viking Pump … · 100 6430 lbs/min / 175000 kg/h 150 11758 lbs/min / 320000 kg/h 200 20209 lbs/min / 550000 kg/h 250 36743 lbs/min / 1000000

                    

                                                                
                        
                            
                                                            

                                                        
                        

                        BETTER VALUE. SMARTER CHOICE. PRODUCT CATALOG · 4 REFERENCE TABLES LOAD INDEX SPEED CATEGORY LOAD INDEX lbs. kg. LOAD INDEX lbs. kg. LOAD INDEX lbs. kg. LOAD INDEX lbs. kg. 70 740

                    

                                    

                                                                
                                    
                        
                            
                                                            

                                                        
                        

                        NET WEIGHT 4 lbs / 1.81 kg 8 lbs / 3.63 kg 25 lbs / …...NET WEIGHT 4 lbs / 1.81 kg 8 lbs / 3.63 kg 25 lbs / 11.34 kg 50 lbs / 22.68 kg Manufactured and ... TO THE EXTENT CONSISTENT

                    

                                                                
                        
                            
                                                            

                                                        
                        

                        DTS511SHA/03 Technische Daten Type Specifications … kg (595 lbs) 7721 kg (17022 lbs) 7661 kg (16889 lbs) 13.5 m (44’ 3") 6952 kg (15326 lbs) 6589 kg (14526 lbs) 9.3 m (30’ 6")

                    

                                    

                                                                
                                    
                        
                            
                                                            

                                                        
                        

                        2018-0027 PRINT INV VOILE J 51 GB 07-18 - Istion Yachting...Beam 4,70 m / 15’ 5” Displacement (empty) 14 400 kg / 31,747 lbs Standard keel weight 4 300 kg / 9 480 lbs Standard

                    

                                                                
                        
                            
                                                            

                                                        
                        

                        Getting Started with Your VM1 and VM2 Machining CenterVM1 VM2 Weight kg lbs kg lbs Shipping 3 400 7,490 4 400 9,700 Operating 3 100 6,800 4 100 9,020 VM1 VM2 Dimension mm in. mm in.
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