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            41 MIKRO 220 MIKRO 220/220 R max. 50 ml max. 50 ml max. 50 ml Powerful microlitre specialists MIKRO 220 and 220 R are powerful, compact benchtop centrifuges for processing microlitre tubes of 0.2 ml to 2.0 ml. The refrigerated MIKRO 220 R also accepts standard tubes up to a volume of 50 ml. Thanks to its perfor- mance, capacity and efficient cooling, the MIKRO 220 R is ideally suited for DNA and RNA extraction. * ) Other voltages on request. TECHNOLOGY MIKRO 220 MIKRO 220 R Microlitre centrifuge, without rotor classic cooled Power supply* ) 200 – 240 V 1 p 100 – 127 V 1 ~ 200 – 240 V 1 ~ 100 – 127 V 1 ~ Frequency 50 – 60 Hz 50 Hz 60 Hz Consumption 510 VA 850 VA 950 VA Emission, Immunity EN / IEC 61326-1, class B FCC class B EN / IEC 61326-1, class B FCC class B Max. capacity 60 x 1.5 / 2.0 ml Max. capacity 48 x 1.5 / 2.0 ml 48 x 1.5 / 2.0 ml, 6 x 50 ml Max. RPM (speed) 18,000 min -1 Max. RCF 31,514 Running time 1 sec – 99 min : 59 sec,  continuous run, short cycle mode (impulse key) Dimensions (H x W x D) 313 x 330 x 420 mm 313 x 330 x 650 mm Weight approx. 21 kg approx. 42 kg Refrigeration Temperature control, infinitely variable - from - 20 to + 40 °C Cat. No. 2200 2200-01 2205 2205-01 
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 MIK
 RO
 22
 0
 MIKRO 220/220 R
 max. 50 mlmax. 50 ml max. 50 ml
 Powerful microlitre specialists
 MIKRO 220 and 220 R are powerful, compact benchtop centrifuges for processing microlitre tubes of 0.2 ml to 2.0 ml. The refrigerated MIKRO 220 Ralso accepts standard tubes up to a volume of 50 ml. Thanks to its perfor-mance, capacity and efficient cooling, the MIKRO 220 R is ideally suited for DNA and RNA extraction.
 *) Other voltages on request.
 TECHNOLOGY MIKRO 220 MIKRO 220 R
 Microlitre centrifuge, without rotor classic cooled
 Power supply*) 200 – 240 V 1 p 100 – 127 V 1 ~ 200 – 240 V 1 ~ 100 – 127 V 1 ~
 Frequency 50 – 60 Hz 50 Hz 60 Hz
 Consumption 510 VA 850 VA 950 VA
 Emission, ImmunityEN / IEC 61326-1,
 class BFCC class B
 EN / IEC 61326-1, class B
 FCC class B
 Max. capacity 60 x 1.5 / 2.0 ml
 Max. capacity 48 x 1.5 / 2.0 ml 48 x 1.5 / 2.0 ml, 6 x 50 ml
 Max. RPM (speed) 18,000 min-1
 Max. RCF 31,514
 Running time 1 sec – 99 min : 59 sec, continuous run, short cycle mode (impulse key)
 Dimensions (H x W x D) 313 x 330 x 420 mm 313 x 330 x 650 mm
 Weight approx. 21 kg approx. 42 kg
 Refrigeration
 Temperature control, infinitely variable - from - 20 to + 40 °C
 Cat. No. 2200 2200-01 2205 2205-01
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 1) Lowest attainable temperature in precooled refrigerated centrifuges at max. speed. Lower temperatures can be attained by reducing the speed.5) Tested by the TÜV in conformity with DIN EN 61010, section 2-020.7) For centrifugation at high speeds, we recommend to use form-fitting, phenol-resistant adapters 2031.
 The capacity of rotor 1158-L is reduced to 40 tubes when these adapters will be used.
 ) 45°
 n = 18,000 min-1
 max. RCF 25,718
 Cat. No. 2218-A
 Angle rotor, 12-place
 ) 45°
 n = 18,000 min-1
 max. RCF 31,514
 Cat. No. 1195-A
 Angle rotor, 24-place
 with bio-containment5)
 ) 45°
 n = 14,000 min-1
 max. RCF 21,255
 Cat. No. 1189-A
 Angle rotor, 30-place
 with bio-containment5)
 capacity in ml 0.2 0.4 0.5 0.8 1.5 2.0
 Ø x L in mm 6 x 18 6 x 45 8 x 30 8 x 45 11 x 38
 Cat. No. - 2078 0536
 rotorCat. No. 2218-A
 Cat. No. 2024 2023 20317) -
 boring Ø x L in mm 6 x 40 8 x 40 10.2 x 19 11.2 x 41
 tubes per rotor 12
 max. RCF 25,718
 radius in mm 71
 run-up in sec 11
 run-down in sec, braked 10
 temperature in °C1) - 5
 lid incl.
 capacity in ml 0.2 0.4 0.5 0.8 1.5 2.0
 Ø x L in mm 6 x 18 6 x 45 8 x 30 8 x 45 11 x 38
 Cat. No. - 2078 0536
 rotorCat. No. 1195-A
 Cat. No. 2024 2023 20317) -
 boring Ø x L in mm 6 x 40 8 x 40 10.2 x 19 11.2 x 40.8
 tubes per rotor 24
 max. RCF 31,514
 radius in mm 87
 run-up in sec 26
 run-down in sec, braked 23
 temperature in °C1) + 3
 lid with bio-containment5)
 incl.
 capacity in ml 0.2 0.4 0.5 0.8 1.5 2.0
 Ø x L in mm 6 x 18 6 x 45 8 x 30 8 x 45 11 x 38
 Cat. No. - 2078 0536
 rotorCat. No. 1189-A
 Cat. No. 2024 2023 20317) -
 boring Ø x L in mm 6 x 40 8 x 40 10.2 x 19 11.2 x 40.9
 tubes per rotor 30
 max. RCF 21,255
 radius in mm 97
 run-up in sec 20
 run-down in sec, braked 22
 temperature in °C1) + 3
 lid with bio-containment5)
 incl.
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 with bio-containment5)
 capacity in ml 1.8
 Ø x L in mm -
 Cat. No. cryo tubes
 rotorCat. No. 2219-A
 Cat. No. -
 boring Ø x L in mm 12.5 x 36
 tubes per rotor 20
 max. RCF 18,407
 radius in mm 84
 run-up in sec 21
 run-down in sec, braked 21
 temperature in °C1) - 9
 lid E3243 incl.
 ) 40°
 n = 14,000 min-1
 max. RCF 18,407
 Cat. No. 2219-A
 Angle rotor, 20-place, for cryo tubes
 ) 45°
 n = 14,000 min-1
 max. RCF outer 21,255 / inner 18,845
 Cat. No. 1158-L
 Angle rotor, 48-place, 2-row
 with bio-containment5)
 capacity in ml 0.2 0.4 0.5 0.8 1.5 2.0
 Ø x L in mm 6 x 18 6 x 45 8 x 30 8 x 45 11 x 38
 Cat. No. - 2078 0536
 rotorCat. No. 1158-L
 Cat. No. 2024 2023 20317) -
 boring Ø x L in mm 6 x 40 8 x 40 10.2 x 19 11.4 x 39
 tubes per rotor 48
 max. RCF outer/inner 21,255 /18,845
 radius in mm outer/inner 97 / 86
 run-up in sec 21
 run-down in sec, braked 22
 temperature in °C1) - 4
 lid with bio-containment5)
 incl.
 Optional for rotor 2219-A
 Optional for rotor 2219-A and 1154-L
 lid Cat. No. 2425
 with bio-containment5),
 autoclavable
 lid Cat. No. 2423
 with bio-containment5),
 autoclavable,
 phenol-resistant
 ) 90°
 n = 13,000 min-1
 max. RCF 18,516
 Cat. No. 1154-L
 Swing-out rotor, 24-place
 capacity in ml 0.2 0.4 0.5 0.8 1.5 2.0
 Ø x L in mm 6 x 18 6 x 45 8 x 30 8 x 45 11 x 38
 Cat. No. - 2078 0536
 rotorCat. No. 1154-L
 Cat. No. 2024 2023 20317) -
 boring Ø x L in mm 6 x 40 8 x 40 10.2 x 19 11.5 x 38.5
 tubes per rotor 24
 max. RCF 18,516
 radius in mm 98
 run-up in sec 25
 run-down in sec, braked 26
 temperature in °C1) + 1
 lid 24255) incl.
 Centrifugation in the swing-out rotor makes the pellet collect exactly in the tip of the tubes. This facilitates analysis and further processing.
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 1) Lowest attainable temperature in precooled refrigerated centrifuges at max. speed. Lower temperatures can be attained by reducing the speed.2) Please note that the RCF values indicated refer only to rotor performance. The max. permissible RCF of tubes used should be verified with the individual manufacturers. The max. RCF for glass tubes annotated with footnote 2) is 4,000.
 ) 45°
 n = 14,000 min-1
 max. RCF 18,845
 Cat. No. (without lid) 1160
 Angle rotor, 6-place, for PCR strips
 lid (optional)Cat. No. 1162
 Whether hematocrit determination or the preparation of samples for bilirubin analysis, the MIKRO 220 / 220 R centrifuges perform strongly.
 As a special feature, the hematocrit rotor is segmented into 24 chambers, each chamber containing one capillary only. In case a capillary breaks or leaks, fragments and leaked blood stay in the chamber and will not affect other capillaries. The lid of the rotor is evaluation disk and cover in one. Its advantage: The hematocrit value can be determined fast and conveniently right after centrifugation.
 capacity in ml 0.2 0.2
 Ø x L in mm 6 x 18 -
 Cat. No. - PCR strips
 rotorCat. No. 1160
 Cat. No. -
 boring Ø x L in mm 6.5 x 15.5
 tubes per rotor 48 6 x 8
 max. RCF 18,845
 radius in mm 86
 run-up in sec 20
 run-down in sec, braked 22
 temperature in °C1) - 4
 standard capillaries, heparinised
 basicself-sealing
 and mylar-coated
 Cat. No. 2074 1071
 rotorCat. No. 1023
 sealing putty
 Cat. No. 2077 -
 boring Ø x L in mm -
 capillaries per rotor 24
 max. RCF 21,382
 radius in mm 85
 run-up in sec 11
 run-down in sec, braked 12
 temperature in °C1) - 11
 lid as evaluation disk incl.
 n = 15,000 min-1
 max. RCF 21,382
 Cat. No. 1023
 Hematocrit rotor, 24-place
 n = 13,000 min-1
 max. RCF 14,171
 Cat. No. 1161
 Drum rotor, 6-place
 capacity in ml 0.2 0.4 0.5 0.8 1.5 2.0
 Ø x L in mm 6 x 18 6 x 45 8 x 30 8 x 45 11 x 38
 Cat. No. - 2078 0536
 rotorCat. No. 1161
 Cat. No. 1378 1379 1377
 boring Ø x L in mm 6 x 40 8.4 x 43 10.8 x 37
 tubes per rotor 192 126 60
 max. RCF 14,171
 radius in mm 75
 run-up in sec 17
 run-down in sec, braked 18
 temperature in °C1) - 3
 lid incl.
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 ) 35°
 n = 6,000 min-1
 max. RCF 4,146
 Cat. No. 1015
 Angle rotor, 12-place
 ) 35°
 n = 6,000 min-1
 max. RCF 4,025
 Cat. No. 1016
 Angle rotor, 6-place
 Accessories forMIKRO 220 R only:
 The following rotors can only be operated in the refrigerated MIKRO 220 R.
 By also accepting rotors for tubes up to 50 ml, the refrigerated MIKRO 220 R enables an extended range of applications.
 With the robust angle rotors even large volumes can be centrifuged at high speeds.
 capacity in ml 7 15 25 50 9–10 10 15 50 30 50
 Ø x L in mm 12 x 100 17 x 100 24 x 100 34 x 100 16 x 92 15 x 102 17 x 120 29 x 115 26 x 95 29 x 107
 Cat. No. 05782) 05182) 05192) 05212) blood collection/urine tubes 0509 0513 0545 0546
 rotorCat. No. 1016
 Cat. No. 1632 1635 1633 - 1635 1631 1641 1633 1634
 boring Ø x L in mm 13 x 92 17.5 x 95 26 x 88 35 x 96 17.5 x 95 17 x 98 30 x 98 26 x 88 29 x 95
 tubes per rotor 18 6 6 6 3 6
 max. RCF2) 3,944 3,783 3,703 4,025 3,783 3,824 3,824 3,703 3,904
 radius in mm 98 94 92 100 94 95 95 92 97
 run-up in sec 14
 run-down in sec, braked 17
 temperature in °C1) - 20
 capacity in ml 5 15 1.1–1.4 2.6–3.4 2.7–3 4.5–5 4.9 7.5–8.5 9–10 10 1.6–5 4–7 8.5–10 15
 Ø x L in mm 12 x 75 17 x 100 8 x 66 13 x 65 11 x 66 11 x 92 13 x 90 15 x 92 16 x 92 15 x 102 13 x 75 13 x 100 16 x 100 17 x 120
 Cat. No. 0553 2) 05182) blood collection/urine tubes 0509
 rotorCat. No. 1015
 Cat. No. 1054-A - 1054-A - 1054-A 1058 - -
 boring Ø x L in mm 13.5 x 60 17.7 x 88 13.5 x 60 17.7 x 88 13.5 x 60 13.5 x 79 17.7 x 88 17.7 x 88
 tubes per rotor 12 12 12 12 12 12 12 6
 max. RCF2) 3,300 4,146 3,300 4,146 3,300 4,146
 radius in mm 82 103 82 103 82 103
 run-up in sec 14
 run-down in sec, braked 16
 temperature in °C1) - 20
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 1) Lowest attainable temperature in precooled refrigerated centrifuges at max. speed. Lower temperatures can be attained by reducing the speed.2) Please note that the RCF values indicated refer only to rotor performance. The max. permissible RCF of tubes used should be verified with the individual manufacturers. The max. RCF for glass tubes annotated with footnote 2) is 4,000.
 capacity in ml 5 6 10 2.6–3.4 2.7–3 4–5.5 1.6–5 4–7
 Ø x L in mm 12 x 75 12 x 82 17 x 70 13 x 65 11 x 66 15 x 75 13 x 75 16 x 75
 Cat. No. 05532) 05012) 2079 blood collection tubes
 rotorCat. No. 1020
 Cat. No. 1131 1132 1131 1132 1131 1132
 boring Ø x L in mm 13 x 53 17.5 x 53 13 x 53 17.5 x 53 13 x 53 17.5 x 53
 tubes per rotor 8
 max. RCF2) 2,879
 radius in mm 103
 run-up in sec 10
 run-down in sec, braked 10
 temperature in °C1) - 20
 capacity in ml 5 2.6 – 3.4 2.7 – 3 1.6 – 5
 Ø x L in mm 12 x 75 13 x 65 11 x 66 13 x 75
 Cat. No. 05532) blood collection tubes
 rotorCat. No. 2226
 Cat. No. 1127
 boring Ø x L in mm 13.2 x 53
 tubes per rotor 12
 max. RCF2) 2,963
 radius in mm 106
 run-up in sec 10
 run-down in sec, braked 10
 temperature in °C1) - 20
 Swing-out rotor, 8-placeSwing-out rotor, 12-place
 ) 90°
 n = 5,000 min-1
 max. RCF 2,879
 Cat. No. (without carriers) 1020
 ) 60°
 n = 5,000 min-1
 max. RCF 2,963
 Cat. No. (without carriers) 2226
 Accessories forMIKRO 220 R only:
 The following rotors can only be operated in the refrigerated MIKRO 220 R.



			
LOAD MORE        

            

    

    
    
        
        
        
                

                

                

        
                                                
                                    
                        
                            
                                                            
                                                        
                        

                        S:ShamR:Real Real Moxibustion Sham Moxibustion SBF Temp Pain SBF Temp Pain 5 0 50 30 Max None 5 ml/min/100g 0 50 30 Max None 1 min 5 ml/min/100g.

                    

                                                                
                        
                            
                                                            
                                                        
                        

                        ZR Viral RNA Kit™ · Viral RNA Buffer1 50 ml 2 x 100 ml Viral Wash Buffer2 (concentrate) 6 ml 24 ml DNase/RNase-Free Water 1 ml 4 ml Zymo-Spin™ IC Columns 50 200 Collection Tubes

                    

                                    

                                                                
                                    
                        
                            
                                                            
                                                        
                        

                        5 3 4 - download.p4c.philips.com · 500 ml MAX 90 sec. 1500 ml MAX 60 - 90 sec. 1500 ml MAX 30 - 60 sec. 1500 ml MAX 60 - 90 sec. 1000 ml MAX 60 - 120 sec. P 50 g MAX 30 sec. 50 g

                    

                                                                
                        
                            
                                                            
                                                        
                        

                        fabaria.rofabaria.ro/fabaria_ovidiu.pdfLIQUEURS - 50 ml Cointreau Bailey's Kahlua Malibu WHISKEY - 50 ml Ballantine's Teacher's Jack Daniel's SHOTS - 50 ml B152 B'54 Vodka Finlandia

                    

                                    

                                                                
                                    
                        
                            
                                                            
                                                        
                        

                        MAX 50 KG 156 - aurilisitalia.com
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                        Fleece to Grease - Croda Science · 2019-02-07 · Add 50 ml of A and 50 ml of B -> shake Part 2 Add 45 ml of A, 45 ml of B, 10 ml of C Add 45 ml of A, 45 ml of B, 10 ml of D Add

                    

                                                                
                        
                            
                                                            
                                                        
                        

                        50-mL Retort Kit · 2017. 3. 21. · 50-mL Retort Kit 165-14: 50-mL Retort Kit with Thermostat (115V) 165-14-1: 50-mL Retort Kit with Thermostat (230V) 165-14-2: 50-mL Retort Kit

                    

                                    

                                                                
                                    
                        
                            
                                                            
                                                        
                        

                        Professional Ultrasonic Cleaner · Description Digital Ultrasonic Cleaner Model ULTRA 8050 Tank Capacity 2500 ml Max. 2200 ml Min. 600 ml Power Supply 170 W (AC 220~240V 50/60Hz)

                    

                                                                
                        
                            
                                                            
                                                        
                        

                        END OF REPORT Reports... · Total 3.10 wt% 35.79 mg/mL Max THC 0.01 wt% - Max CBD 3.07 wt% 35.43 mg/mL 0% Cannabinoids (wt%) 3.1% Max THC (and Max CBD) are calculated values for total

                    

                                    

                                                                
                                    
                        
                            
                                                            

                                                        
                        

                        The Water Cycle By Max Joelson.  ml lash/flash_watercycle.html.

                    

                                                                
                        
                            
                                                            

                                                        
                        

                        PowerPoint Presentation · Width Shape (cm) Height (cm) Length (cm) Volume (cm) 100 ml 50 ml I litre 500 ml 2,000 ml 1,000 ml White Rose

                    

                                    

                                                                
                                    
                        
                            
                                                            

                                                        
                        

                        Conference Sponsorship Opportunities - ECOC 2019 · Logo, link and company profile on the ECOC 2019 website Max. 150 words Max. 100 words Max. 75 words Max. 50 words Max. 50 words

                    

                                                                
                        
                            
                                                            

                                                        
                        

                        Handbook for Hybrid-QTM - Cambio · 2016. 4. 5. · Buffer PW Buffer EB* RNase A (20 mg/ml) Protocol Handbook 100-150 50 50 50 20 ml 20 ml 25 ml 30 ml 60 ml 15 ml 2 mg 1 100-102 200

                    

                                    

                                                                
                                    
                        
                            
                                                            

                                                        
                        

                        EU-IVD Products · Max. speed 3,234 × g (4,200 rpm). 2-place deepwell plate rotor for plates up to 89 mm loading height. Max. speed 2,250 × g (3,750 rpm). 6 × 50 mL conical tube

                    

                                                                
                        
                            
                                                            

                                                        
                        

                        MS-70 MX-50 MF-50 ML-50

                    

                                    

                                                                
                                    
                        
                            
                                                            

                                                        
                        

                        FENTANYL 50 MICROGRAM/ML INJECTION PL · PDF fileMHRA UKPAR PL 01502/0062 Fentanyl 50 microgram/ml Injection - 1 - FENTANYL 50 MICROGRAM/ML INJECTION PL 01502/0062 UKPAR TABLE OF CONTENTS

                    

                                                                
                        
                            
                                                            

                                                        
                        

                        Presentación de PowerPoint · Hershey's 200 ml Mix Paloma Gatorade 11t 500 Red Bull Gatorade 600 ml Ides Max Sabores Hershey's 236 ml Mix Monster 473 ml . DESECHABLES DESECHABLES

                    

                                    

                                                                
                                    
                        
                            
                                                            

                                                        
                        

                        CENTRIFUGE SELECTION GUIDE · 8 x 8-tube PCR strip 48 x 2.0 mL 20 x 5.0 mL 24 x 15 mL 12 x 15 mL conical 8 x 50 mL 8 x 50 mL conical 6 x 85 mL 6 x 250 mL FIXED ANGLE ROTOR SWING-OUT

                    

                                                                
                        
                            
                                                            

                                                        
                        

                        5 3 4 - Philips · 500 ml MAX 90 sec. 1500 ml MAX 60 - 90 sec. 1500 ml MAX 30 - 60 sec. 1500 ml MAX 60 - 90 sec. 1000 ml MAX 60 - 120 sec. P 50 g MAX 30 sec. 50 g MAX 30 sec. 50 g

                    

                                    

                                    

        

        
    


















    
        
            
                Languages

                	English
	Français
	Español
	Deutsch
	Portuguese
	Indonesian


            

            
                	Italian
	Romanian
	Malaysian
	Greek
	Dutch
	Polish


            

            
                Pages

                	Categories
	About us
	Contact us


            

            
                Legal

                	Term
	DMCA
	Cookie policy
	Privacy Policy


            

        


        


        
            Copyright © 2022 FDOCUMENTS

        

            











    

