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 MIKRO 220 / 220 R
 TECHNOLOGY MIKRO 220 MIKRO 220 R
 Microlitre centrifuge, without rotor classic cooled
 Power supply *) 200 – 240 V 1 ~ 100 – 127 V 1 ~ 200 – 240 V 1 ~ 100 – 127 V 1 ~
 Frequency 50 – 60 Hz 50 Hz 60 Hz
 Consumption 510 VA 850 VA 950 VA
 Emission, ImmunityEN / IEC 61326-1,
 class BFCC class B
 EN / IEC 61326-1, class B
 FCC class B
 Max. capacity 60 x 1.5 / 2.0 ml
 Max. capacity 48 x 1.5 / 2.0 ml 48 x 1.5 / 2.0 ml, 6 x 50 ml
 Max. RPM (speed) 18,000 min-1
 Max. RCF 31,514
 Running time 1 sec – 99 min : 59 sec, continuous run, short cycle mode (impulse key)
 Dimensions (H x W x D) 313 x 330 x 420 mm 313 x 330 x 650 mm
 Weight approx. 21 kg approx. 42 kg
 Refrigeration
 Temperature control, infinitely variable - from -20 to +40 °C
 Cat. No. 2200 2200-01 2205 2205-01
 max. 50 mlmax. 50 ml max. 50 mlmax. 5 ml
 Powerful microlitre specialists
 MIKRO 220 and 220 R are powerful, compact benchtop centrifuges for processing microlitre tubes of 0.2 ml to 2.0 ml. The refrigerated MIKRO 220 R also accepts standard tubes up to a volume of 50 ml. The MIKRO 220 and 220 R centrifuges are used in clinical laboratories as well as in genetic research, virology and bacteriology.
 *) Other voltages on request.
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 ∢ 45° n = 18,000 min-1 max. RCF 25,718
 Cat. No. 2218-A
 Angle rotor, 12-place
 ∢ 45° n = 18,000 min-1 max. RCF 31,514
 Cat. No. 1195-A
 Angle rotor, 24-place
 ∢ 45° n = 14,000 min-1 max. RCF 21,255
 Cat. No. 1189-A
 Angle rotor, 30-place
 capacity in ml 0.2 0.4 0.5 0.8 1.5 2.0 0.5
 Ø x L in mm 6 x 18 6 x 45 8 x 30 8 x 45 11 x 38 10.7 x 36
 Cat. No. - 2078 0536 Pediatriclid incl.
 rotorCat. No. 2218-A
 Cat. No. 2024 2023 20317) - 0788
 boring Ø x L in mm 6 x 40 8 x 40 10.2 x 19 11.2 x 41 11.2 x 39
 tubes per rotor 12
 max. RCF 25,718 24,270
 radius in mm 71 67
 run-up in sec 11
 run-down in sec, braked 10
 temperature in °C 1) -5
 capacity in ml 0.2 0.4 0.5 0.8 1.5 2.0 0.5
 Ø x L in mm 6 x 18 6 x 45 8 x 30 8 x 45 11 x 38 10.7 x 36
 Cat. No. - 2078 0536 Pediatriclid with bio-containment 5)
 incl.
 rotorCat. No. 1195-A
 Cat. No. 2024 2023 20317) - 0788
 boring Ø x L in mm 6 x 40 8 x 40 10.2 x 19 11.2 x 40.8 11.2 x 39
 tubes per rotor 24 12
 max. RCF 31,514 30,065
 radius in mm 87 83
 run-up in sec 26
 run-down in sec, braked 23
 temperature in °C 1) +3
 capacity in ml 0.2 0.4 0.5 0.8 1.5 2.0 0.5
 Ø x L in mm 6 x 18 6 x 45 8 x 30 8 x 45 11 x 38 10.7 x 36
 Cat. No. - 2078 0536 Pediatriclid with bio-containment 5)
 incl.
 rotorCat. No. 1189-A
 Cat. No. 2024 2023 2031 7) - 0788
 boring Ø x L in mm 6 x 40 8 x 40 10.2 x 19 11.2 x 40.9 11.2 x 39
 tubes per rotor 30 15
 max. RCF 21,255 20,379
 radius in mm 97 93
 run-up in sec 20
 run-down in sec, braked 22
 temperature in °C 1) +3
 1) Lowest attainable temperature in precooled refrigerated centrifuges at max. speed. Lower temperatures can be attained by reducing the speed. 5) Tested by the TÜV in conformity with DIN EN 61010, section 2 - 020. 7) For centrifugation at high speeds, we recommend to use form-fitting, phenol-resistant adapters 2031.
 The capacity of rotor 1158-L is reduced to 40 tubes when these adapters will be used.
 with bio-containment 5),phenol-resistant
 with bio-containment 5),phenol-resistant
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 capacity in ml 1.8
 Ø x L in mm -
 Cat. No. cryo tubes
 lid E3243 incl.
 rotorCat. No. 2219-A
 Cat. No. -
 boring Ø x L in mm 12.5 x 36
 tubes per rotor 20
 max. RCF 18,407
 radius in mm 84
 run-up in sec 21
 run-down in sec, braked 21
 temperature in °C 1) -9
 ∢ 40° n = 14,000 min-1 max. RCF 18,407
 Cat. No. 2219-A
 Angle rotor, 20-place, for cryo tubes
 capacity in ml 0.2 0.4 0.5 0.8 1.5 2.0
 Ø x L in mm 6 x 18 6 x 45 8 x 30 8 x 45 11 x 38
 Cat. No. - 2078 0536lid with bio-containment 5)
 incl.
 rotorCat. No. 1158-L
 Cat. No. 2024 2023 20317) -
 boring Ø x L in mm 6 x 40 8 x 40 10.2 x 19 11.4 x 39
 tubes per rotor 48
 max. RCF outer / inner 21,255 / 18,845
 radius in mm outer / inner 97 / 86
 run-up in sec 21
 run-down in sec, braked 22
 temperature in °C 1) -4
 Angle rotor, 48-place, 2-row
 ∢ 45° n = 14,000 min-1 max. RCF outer 21,255 / inner 18,845
 Cat. No. 1158-L
 with bio-containment 5),phenol-resistant
 Optional for rotor 2219-A
 lid Cat. No. 2423 with bio-containment 5), autoclavable, phenol-resistant
 lid Cat. No. 2425 with bio-containment 5), autoclavable
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 n = 13,000 min-1 max. RCF 14,171
 Cat. No. 1161
 Drum rotor, 6-place
 capacity in ml 0.2 0.4 0.5 0.8 1.5 2.0
 Ø x L in mm 6 x 18 6 x 45 8 x 30 8 x 45 11 x 38
 Cat. No. - 2078 0536lid incl.
 rotorCat. No. 1161
 Cat. No. 1378 1379 1377
 boring Ø x L in mm 6 x 40 8.4 x 43 10.8 x 37
 tubes per rotor 192 126 60
 max. RCF 14,171
 radius in mm 75
 run-up in sec 17
 run-down in sec, braked 18
 temperature in °C 1) -3
 capacity in ml 0.2 0.4 0.5 0.8 1.5 2.0
 Ø x L in mm 6 x 18 6 x 45 8 x 30 8 x 45 11 x 38
 Cat. No. - 2078 0536lid 2425 5) incl.
 rotorCat. No. 1154-L
 Cat. No. 2024 2023 20317) -
 boring Ø x L in mm 6 x 40 8 x 40 10.2 x 19 11.5 x 38.5
 tubes per rotor 24
 max. RCF 18,516
 radius in mm 98
 run-up in sec 25
 run-down in sec, braked 26
 temperature in °C 1) +1
 ∢ 90° n = 13,000 min-1 max. RCF 18,516
 Cat. No. 1154-L
 Swing-out rotor, 24-place
 1) Lowest attainable temperature in precooled refrigerated centrifuges at max. speed. Lower temperatures can be attained by reducing the speed. 5) Tested by the TÜV in conformity with DIN EN 61010, section 2 - 020. 7) For centrifugation at high speeds, we recommend to use form-fitting, phenol-resistant adapters 2031.
 Optional for rotor 1154-L
 lid Cat. No. 2423 with bio-containment 5), autoclavable, phenol-resistant
 Centrifugation in the swing-out rotor makes the pellet collect exactly in the tip of the tubes. This facilitates analysis and further processing.
 with bio-containment 5)
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 ∢ 45°
 n = 14,000 min-1 max. RCF 18,845
 Cat. No. (without lid) 1160
 Angle rotor, 6-place, for PCR strips
 capacity in ml 0.2 0.2
 Ø x L in mm 6 x 18 -
 Cat. No. - PCR strips
 rotorCat. No. 1160
 Cat. No. -
 boring Ø x L in mm 6.5 x 15.5
 tubes per rotor 48 6 x 8
 max. RCF 18,845
 radius in mm 86
 run-up in sec 20
 run-down in sec, braked 22
 temperature in °C 1) -4
 standard capillaries, heparinised
 basicself-sealing
 and mylar-coated
 Cat. No. 2074 1071lid as evaluation disk incl.
 rotorCat. No. 1023
 sealing putty
 Cat. No. 2077 -
 boring Ø x L in mm -
 capillaries per rotor 24
 max. RCF 21,382
 radius in mm 85
 run-up in sec 11
 run-down in sec, braked 12
 temperature in °C 1) -11
 n = 15,000 min-1 max. RCF 21,382
 Cat. No. 1023
 Hematocrit rotor, 24-place
 lid (optional)Cat. No. 1162
 Whether hematocrit determination or the preparation of samples for bilirubin analysis, the MIKRO 220 / 220 R centrifuges perform strongly.
 As a special feature, the hematocrit rotor is segmented into 24 chambers, each chamber containing one capillary only. In case a capillary breaks or leaks, fragments and leaked blood stay in the chamber and will not affect other capillaries. The lid of the rotor is evaluation disk and cover in one. Its advantage: The hematocrit value can be determined fast and conveniently right after centrifugation.
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 1) Lowest attainable temperature in precooled refrigerated centrifuges at max. speed. Lower temperatures can be attained by reducing the speed. 2) Please note that the RCF values indicated refer only to rotor performance. The max. permissible RCF of tubes used
 should be verified with the individual manufacturers. The max. RCF for glass tubes annotated with footnote 2) is 4,000.
 ∢ 35°
 n = 6,000 min-1 max. RCF 4,146
 Cat. No. 1015
 Angle rotor, 12-place
 ∢ 35°
 n = 6,000 min-1 max. RCF 4,025
 Cat. No. 1016
 Angle rotor, 6-place
 capacity in ml 7 15 25 50 9 – 10 10 5 15 50 30 50
 Ø x L in mm 12 x 100 17 x 100 24 x 100 34 x 100 16 x 92 15 x 102 17 x 59 17 x 120 29 x 115 26 x 95 29 x 107
 Cat. No. 05782) 05182) 05192) 05212) blood collection / urine tubes - 0509 0513 0545 0546
 rotorCat. No. 1016
 Cat. No. 1632 1635 1633 - 1635 1649 1631 1641 1633 1634
 boring Ø x L in mm 13 x 92 17.5 x 95 26 x 88 35 x 96 17.5 x 95 17 x 51 17 x 98 30 x 98 26 x 88 29 x 95
 tubes per rotor 18 6 3 6
 max. RCF 2) 3,944 3,783 3,703 4,025 3,783 3,622 3,824 3,824 3,703 3,904
 radius in mm 98 94 92 100 94 90 95 95 92 97
 run-up in sec 14
 run-down in sec, braked 17
 temperature in °C 1) -20
 capacity in ml 5 15 1.1 – 1.4 2.6 – 3.4 2.7 – 3 4.5 – 5 4.9 7.5 – 8.5 9 – 10 10 1.6 – 5 4 – 7 8.5 – 10 5 15
 Ø x L in mm 12 x 75 17 x 100 8 x 66 13 x 65 11 x 66 11 x 92 13 x 90 15 x 92 16 x 92 15 x 102 13 x 75 13 x 100 16 x 100 17 x 59 17 x 120
 Cat. No. 05532) 05182) blood collection / urine tubes - 0509
 rotorCat. No. 1015
 Cat. No. 1054-A - 1054-A - 1054-A 1058 - 1064 -
 boring Ø x L in mm 13.5 x 60 17.7 x 88 13.5 x 60 17.7 x 88 13.5 x 60 13.5 x 79 17.7 x 88 17 x 25 17.7 x 88
 tubes per rotor 12 6
 max. RCF 2) 3,300 4,146 3,300 4,146 3,300 4,146 3,180 4,146
 radius in mm 82 103 82 103 82 103 79 103
 run-up in sec 14
 run-down in sec, braked 16
 temperature in °C 1) -20
 Accessories for MIKRO 220 R only:
 The following rotors can only be operated in the refrigerated MIKRO 220 R.
 By also accepting rotors for tubes up to 50 ml, the refrigerated MIKRO 220 R enables an extended range of applications.
 With the robust angle rotors even large volumes can be centrifuged at high speeds.
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 capacity in ml 5 6 10 2.6 – 3.4 2.7 – 3 4 – 5.5 1.6 – 5 4 – 7
 Ø x L in mm 12 x 75 12 x 82 17 x 70 13 x 65 11 x 66 15 x 75 13 x 75 16 x 75
 Cat. No. 05532) 05012) 2079 blood collection tubes
 rotorCat. No. 1020
 Cat. No. 1131 1132 1131 1132 1131 1132
 boring Ø x L in mm 13 x 53 17.5 x 53 13 x 53 17.5 x 53 13 x 53 17.5 x 53
 tubes per rotor 8
 max. RCF 2) 2,879
 radius in mm 103
 run-up in sec 10
 run-down in sec, braked 10
 temperature in °C 1) -20
 capacity in ml 5 2.6 – 3.4 2.7 – 3 1.6 – 5
 Ø x L in mm 12 x 75 13 x 65 11 x 66 13 x 75
 Cat. No. 0553 2) blood collection tubes
 rotorCat. No. 2226
 Cat. No. 1127
 boring Ø x L in mm 13.2 x 53
 tubes per rotor 12
 max. RCF 2) 2,963
 radius in mm 106
 run-up in sec 10
 run-down in sec, braked 10
 temperature in °C 1) -20
 Swing-out rotor, 8-placeSwing-out rotor, 12-place
 ∢ 90°
 n = 5,000 min-1 max. RCF 2,879
 Cat. No. (without carriers) 1020
 ∢ 60°
 n = 5,000 min-1 max. RCF 2,963
 Cat. No. (without carriers) 2226
 MIK
 RO
 22
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 Rolling Cabinets
 All rolling cabinets are of sturdy design and feature castors and two locks. Any vibrations of the centrifuge are safely compensated for.
 Rolling cabinets with Cat. No. 4612-A and 4613-A are suited for the models:• ROTOFIX 32 A• UNIVERSAL 320 / 320 R• ROTINA 380 / 380 R• ROTINA 420• ROTANTA 460• ROTOFIX 46 / 46 H
 Rolling cabinets with Cat. No. 4614-K and 4615-A are suited for the models: • ROTINA 420 R• ROTANTA 460 R
 High and wide, with two drawers. Depth 650 mm
 Cat. No. 4615-A
 High and narrow, with two drawers. Depth 650 mm
 Cat. No. 4613-A
 Low and wide, with one drawer. Depth 650 mm
 Cat. No. 4614-K
 Low and narrow, with one drawer. Depth 650 mm
 Cat. No. 4612-A
 More for the labRolling cabinets for Hettich centrifuges free up space on the laboratory bench and give you greater flexibility.
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Wolf Laboratories Limitedwww.wolflabs.co.uk
 Tel: 01759 301142 Fax:01759 301143 [email protected]
 Use the above details to contact us if this literature doesn't answer all yourquestions.
 Pricing on any accessories shown can be found by keying the part numberinto the search box on our website.
 The specifications listed in this brochure are subject to change by the manufacturer and therefore cannot be guaranteed to be correct. If there are aspects of the specification that must be guaranteed, please provide these to our sales team so that details can be confirmed.



				

				
LOAD MORE			        


        
            
                        
                Top Related

                                    
                        
                            
                                

                            
                        

                        
                            
                                Template Mikro Kapital · Mikro Kapital EVERYTHING STARTS FROM MIKRO O MARE INCEPE CU MIKRO w w w.mikrokapital. m d Drochla lasi Brailð Chisinau Mikro> Kapital Orochia Soroca lasi
                            


                            

                                                    

                    

                                    
                        
                            
                                

                            
                        

                        
                            
                                Gambar Mikro Repro
                            


                            

                                                    

                    

                                    
                        
                            
                                

                            
                        

                        
                            
                                MIKRO 220/220R Microlitre Centrifuges classic/cooled ROTORS AND ACCESSORIES 1) Lowest attainable temperature in precooled refrigerated centrifuges at max. speed. Lower temperatures
                            


                            

                                                    

                    

                                    
                        
                            
                                

                            
                        

                        
                            
                                Plant Move Mikro
                            


                            

                                                    

                    

                                    
                        
                            
                                

                            
                        

                        
                            
                                Repair instructions MIKRO 22 / 22 R · Repair instructions MIKRO 22 / 22 R . 2/51 ... 6.3. Slippage of the drive ... 9.3. FC (frequency converter) ...
                            


                            

                                                    

                    

                                    
                        
                            
                                

                            
                        

                        
                            
                                MIKRO 220 MIKRO 220R
                            


                            

                                                    

                    

                                    
                        
                            
                                

                            
                        

                        
                            
                                Rotavapor® R-220 EX Technical data sheet...Rotavapor® R-220 EX Technical data sheet The Rotavapor R-220 EX is the EX rated version of the Rotavapor R-220 SE and fulfills the high
                            


                            

                                                    

                    

                                    
                        
                            
                                

                            
                        

                        
                            
                                Mineral Mikro - FBS.ppt
                            


                            

                                                    

                    

                            

                    

        

    








    
        
            
                Languages

                	English
	Français
	Español
	Deutsch
	Portuguese
	Indonesian


            

            
                	Italian
	Romanian
	Malaysian
	Greek
	Dutch
	Polish


            

            
                Pages

                	Categories
	About us
	Contact us


            

            
                Legal

                	Term
	DMCA
	Cookie policy
	Privacy Policy


            

        


        


        
            Copyright © 2022 FDOCUMENTS

        

            












